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Frame / Loop Leg Installation Instructions

Read the following installation instructions for Blueprint leg assemblies. Frame and Loop assembly will be the same.
SAVE THESE INSTRUCTIONS.

Begin by carefully removing all components from the box, placing table top on a clean, protected 
surface. Blueprint tables will come pre-assembled with Blueprint rails and castings attached to the 
underside of the table top.

Blueprint tables will come with the following hardware required for leg installation:

5/16-18 x 7/8” Flat Head Machine Screw (installs with 3/16” Hex Drive)
#10 x 3/4” Washer Head Wood Screw
#8 x 3/4” Wood Screw
#8 x 2” Wood Screw

With (2) or more people, carefully flip table, and move to desired location. Adjust levelers if necessary.

A: Using 5/16 - 18 x 7/8” 
machine screw fasten 
castings to leg assembly.

C: Using #8 x 3/4” 
wood screw fasten 
castings to leg assembly.

B: Using #10 x 3/4” 
washer head wood screw 
secure leg bracket.

D: Using #8 x 2” wood 
screws, screw leg 
assembly to table top.
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Starter TableStand alone table:  Follow steps A - D and install hardware on the inside of the leg, securing 
castings and rails to the frame base. Once all hardware is installed repeat steps A - D for 
opposite side.

Stand alone table Endrun or midrun assembly:  Install included hardware in both sides of 
the leg to secure casting. 

Install single leg then carefully flip table over and place on connecting leg 
from starter or midrun table. 

With table top face down on a clean protected surface, move the Frame base to align inserts with castings.
Install included hardware, securing legs to table top. 
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Blueprint
block leg installation instructions

Endrun or midrun assembly: install machine screw in both sides of the leg to secure casting.
Install single leg then carefully flip table over and place on connecting leg from 		
starter or midrun table. 

Stand alone table

Stand alone table:  Follow steps A - D and install hardware on the inside of the leg, securing 
castings and rails to the frame base. Once all hardware is installed repeat steps A - D for 
opposite side.

Starter Table
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Attach bracket to inside of block legs using #10 x 3/4” Washer Head Wood Screw.

Remove panel and drop in bracket.
Using a #10 x 3/4” screw attach bracket to leg.
Replace panel and repeat for opposite leg.
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Block Leg Installation Instructions

Read the following installation instructions for Blueprint leg assemblies. The following illustrations show the Block base assembly.
SAVE THESE INSTRUCTIONS.

Begin by carefully removing all components from the box, placing table top on a clean, protected 
surface. Blueprint tables will come pre-assembled with Blueprint rails and castings attached to the 
underside of the table top.

Blueprint tables will come with the following hardware required for leg installation:

5/16-18 x 7/8” Flat Head Machine Screw (installs with 3/16” Hex Drive)
#10 x 3/4” Washer Head Wood Screw
#8 x 3/4” Wood Screw

With (2) or more people, carefully flip table, and move to desired location. Adjust levelers if necessary.

A: Using 5/16 - 18 x 7/8” 
machine screw fasten 
castings to leg assembly.

D: Using #8 x 3/4” wood 
screw attach (2) smaller 
leg brackets to table top. 
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B: Using #10 x 3/4” 
washer head wood screw 
secure leg bracket.

C: Using #8 x 3/4” wood 
screw fasten castings to 
leg assembly.

With table top face down on a clean protected surface, move the Block base to align inserts with castings.
Install included hardware, securing legs to table top.
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Align castings with pre-bored holes in wall mount cleat. 
Mark Holes for cleat attachment - highlighted in purple. 
Pre-drill holes into drywall for provided anchor using a 1/4” drill bit. 

Replace wall mount cleat and fasten 1/4” - 20 bolts into each of the 
wall anchors.

See leg installation instructions for starter table and secure leg 
assembly to table top.

Walk table up to cleat and secure table to cleat by installing the 
remaining hardware. 

Using 5/16-18 x 7/8” Flat Head machine screw secure casting to 
wall mount cleat
Using #10 x 3/4” Washer Head wood screw fasten leg bracket to 
table top.
Using #8 x 3/4” wood screw attach castings to cleat.

Install bracket to cleat using #10 x 3/4” washer head wood screws. 

Once both holes have been drilled, remove and set aside 	
wall mount cleat. 

Using a 1/2” drill bit, open up the (2) 1/4” holes just drilled into 	
the drywall to 1/2”.

Install (1) wall anchor into each of the 1/2” holes.
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Wall Mount Installation Instructions

Read the following installation instructions for Blueprint leg assemblies. The following illustrations show the wall mount cleat installation. 
SAVE THESE INSTRUCTIONS.

Begin by carefully removing all components from the box, placing table top on clean, protected 
surface. Blueprint tables will come pre-assembled with Blueprint rails and castings attached to 
the underside of the table top. 

Blueprint tables will come with the following hardware required for 			 
wall mount installation:

5/16-18 x 7/8” Flat Head Machine Screw (installs with 3/16” Hex Drive)
#10 x 3/4” Washer Head Wood Screw
#8 x 3/4” Wood Screw
1/4” - 20 x 2 1/2” Machine Screw
Wall Anchor for 1/4” - 20 Machine Screw
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Blueprint
power installation instructions

Under Mount Power Module

Under Mount Power Module

Multi Wire Management Clip

Sequential Connector

Sequential Connector
Matte Black Finish

Showing connection of link 2 to link 3

Blueprint offers a proprietary under mount power solution allowing 
quick and easy daisy chaining of modules together. A maximum of (7) 
under mount power modules can be connected on one power infeed.

Ender user installation will be required per individual SKU. Each 
SKU includes a separate power infeed with a 10’ grounded plug to 
connect to the power source.

The Blueprint table collection provides suggested locations for (2 - 7) 
under mount power modules.

The under mount power module is available in (3) configurations; (2) receptacles, (1) receptacle and (2) dual USB ports or (1) receptacle, (1) USB port, and (1) USB 
C port. Each module in a kit will be provided with the same configuration as specified by the end user. End user will be required to install housing and module, 
please see below for install instructions. 

Step 1: Loosen (2) set screws on back
of housing. 

Step 2: Angle module
into housing. 

Step 3: Tighten (2) set screws.

Blueprint power infeeds are routed through integral spacers to a multi-wire clip that offers advanced wire management. 
The multi-wire clip presents a wire management solution that offers space for (2) thicker power cords and an area for ethernet cords and smaller cords in the 
center. This system for wire management provides a cleaner and more simplified look by containing wires up against the extrusion. 

Sequential connector allows for the use of a specified whip, for longer extension, or the connection of multiple work surfaces on a single power source. 
When connecting together, make sure key color matches before pushing together connectors, this will ensure a safe and strong 
electrical connection. 

Showing section view with frame base.

The narrow frame leg has a smaller span, 
pulling an 11” width from outside of each 

extrusion. 

11” - 15”

2 ¾”
1 ½”

Illustration showing clip install. 

1 ½”

Note: Starter link comes with a braided cord.

Starter Link - 1
Add on Link - 2
Add on Link - 3
Add on Link - 4
Add on Link - 5
Add on Link - 6
Add on Link - 7
Add on Link - 8

Description Link Connects to

Link 1 Black
Link 2 Black/Red
Link 3 Red/Blue
Link 4 Blue/Orange
Link 5 Orange/Yellow
Link 6 Yellow/Green
Link 7 Green/White
Link 8 White

Power Source
Link 1
Link 2
Link 3
Link 4
Link 5
Link 6
Link 7
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5

4

6

4 Power Module Kit 
78” - 120” Tables (6 links)

3

2

1

4

5

4 Power Module Kit 
60” - 72” Tables (5 links)

3

2

1

3 Power Module Kit 
Narrow Frame Only 72” - 120” Tables (4 links)

2 3 4

1

2 Power Module Kit 
Narrow Frame Only - 48” - 120” Tables (3 links)

2

1

3

Blueprint under mount power assembly will require the following tools:
	 Cordless Drill
	 Tape Measure
	 Drill Bits

Bernhardt design provides the following hardware:
	 #8 Flathead screw - (4) per module

The Blueprint table collection provides suggested power locations for users and 
will require under mount power installation. The below illustrations show frame 
bases. Loop and frame orientation are the same.

Please read the following installation instructions prior to installing power 
Reference Sequential Connector summary regarding link connection. 

Frame and Loop Base Under Mount Locations

3 1/4” (For 24”- 30”)
3 1/2” (For 36” - 48”)

For 20” Overhang - 23 1/2”
For 10” Overhang - 13 1/2”

4 Power Module Kit
48” - 72” Round Table (5 links)

2

1

3 5

4

4 Power Module Kit
48” - 72” Arched Square Table (5 links)

2 1

3

5

4
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5 Power Module Kit
60” - 108” Tables (6 links)

3

1

2

4

6

5 1

4

5 Power Module Kit
114” - 120” Tables (7 links)

3

2

5

7

6

5

7

61

6 Power Module Kit
60” - 108” Tables (7 links)

4

3

2

1

6 Power Module Kit
114” - 120” Tables (8 links)

4

5

3

6

8

7

2

6 Power Module Kit 
60” - 120” Tables (7 links)

3 4

2 7

5

6

1

7 Power Module Kit
78” - 120” Tables (8 links)

3

2

1

4

8

5

6

7

7 Power Module Kit
78” - 120” Tables (8 links)

3

2

1

4

8

5

6

7

Frame and Loop Base Under Mount Locations
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Blueprint
power installation instructions

Bernhardt design provides the following hardware:
	 #8 Flathead screw - (4) per module

Blueprint under mount power assembly will require the following tools:
	 Cordless Drill
	 Tape Measure
	 Drill Bits

The Blueprint table collection provides suggested power locations for users and 
will require under mount power installation. The below illustrations show block 
base blueprint tables. 

Please read the following installation instructions prior to installing power 
and reference sequential connector summary. 

Block Base Under Mount Locations

3 1/4” (For 24”- 30”)
3 1/2” (For 36” - 48”)

For 24” Tops - 7 1/2”
For 30” - 48” - 6”

2 Power Module Kit 
60” - 108” Tables (3 links) 

2

1

3

1
3

2 Power Module Kit 
108” - 120” Tables (4 links)

2 4

1

3 Power Module Kit 
60” - 120” Tables (4 links) 

2 3 4

4 Power Module Kit 
60” - 72” Tables (5 links)

3

2

4

5

1

4 Power Module Kit 
78” - 120” Tables (6 links)

3

2

5

4

6

1

6 Power Module Kit 
60” - 120” Tables (7 links)

3

2

4

7

5

6

1


